
A

B

C

D

E

1 2 3

A48.1134

A48.1132

N1.2135 {

� N1.1110

~ A48.1108

~ A48.1108

~ A48.1104

~ A48.1111

N1.5302

N1.5302

N1.5302N1.5302

~ A48.1116

N1.1170 A48.1117

N4.9135

N2.4902

 A48.1112 ~
 A48.1113 ~

 A48.1110 ~
 A48.1114 ~

A48.1115

N1.2105

N1.1208
 A48.1127 ~

N1.6207

A48.1129
A48.1133 A48.1130

N2.2102

~ A48.1128

N3.2312A48.0113

A48.1244

A48.1223

N2.2106

N2.2106

N1.1168

N7.1201

N3.2314

A48.1221

A48.1217

~ A48.1222

N2.3201~ N7.1101

~ A48.1109

N2.5144 ~

N2.2129

A48.1133

A48.1130

{ N1.2135 

N2.5802 ~

~ A48.1231

{ A48.1119A48.1131

N1.1202

N1.6207

N1.6207

A48.1118

~ N2.5145

N1.1125

A48.1301

N1.5301

A48.1236

N41.9129N41.9128

A48.1304

A48.1210

� A48.1241



4 5 6 7

~ A48.1227

 A48.1229 ~

 A48.1228 ~
N6.6230 ~

N3.1708 ~

N2.5151 ~

~ A48.1229

N2.5102 ~

N1.1125

A48.1213

N1.2136 {

N6.5195 |

A48.1120

A48.1121

N6.6701 }

 A48.1238 |

N1.1143

N1.2209

A48.1232

A48.1233

 A48.1234 ~

~ N6.6229
~ N3.1708
~ N2.5102

N3.2313

~ N2.5131

N3.4102
N2.3201

� A48.1218

N3.4307

 A48.1235 ~
� A48.1224

N3.2314

A48.1220

N3.1131 A48.1226

L2.1109

A48.1306

 A48.1238 |
N6.5195 |

� Loctite 222
� Loctite 542
� Talkum
� Mobilux EP2
� Molykote BR 2 plus 
� Loctite 243
� Loctite 648
� UHU plus Endfest 300

A48.1237
A48.1214N1.1539

N1.5103 | N6.5133

~ N6.6230

A48.1230

13411201Z

A48.1212  �


	CE Declaration of conformity
	OPERATION MANUAL / SPARE PARTS LIST
	13.4112.01
	INDEX PAGE
	1 SAFETY INSTRUCTIONS
	Strap warnings

	2 WARRANTY CONDITIONS AND LIABILITY
	3 APPROPRIATE USE
	4 CHART OF TYPES

	Item no.
	Model
	Strap quality:
	Uniflex and Ultraflex
	Max. tens- ioning force
	Max. tens - ioning speed
	Strap width
	Strap thickness
	N
	lbs
	mm/s
	inch/s
	13.4050
	A480/10/0.38-0.63/4.5
	10 mm / 3/8"
	0.38-0.63 mm / .015-.025"
	4500
	1000
	100
	4.0
	13.4052
	A480/10/0.38-0.63/2.5
	10 mm / 3/8"
	0.38-0.63 mm / .015-.025"
	2500
	560
	180
	7.1
	13.4070
	A480/13/0.38-0.63/4.5
	13 mm / 1/2"
	0.38-0.63 mm / .015-.025"
	4500
	1000
	100
	4.0
	13.4072
	A480/13/0.38-0.63/2.5
	13 mm / 1/2"
	0.38-0.63 mm / .015-.025"
	2500
	560
	180
	7.1
	13.4090
	A480/16/0.38-0.63/4.5
	16 mm / 5/8"
	0.38-0.63 mm / .015-.025"
	4500
	1000
	100
	4.0
	13.4092
	A480/16/0.38-0.63/2.5
	16 mm / 5/8"
	0.38-0.63 mm / .015-.025"
	2500
	560
	180
	7.1
	13.4110
	A480/19/0.38-0.63/4.5
	19 mm / 3/4"
	0.38-0.63 mm / .015-.025"
	4500
	1000
	100
	4.0
	13.4112
	A480/19/0.38-0.63/2.5
	19 mm / 3/4"
	0.38-0.63 mm / .015-.025"
	2500
	560
	180
	7.1
	5 TECHNICAL DATA
	5.1 Dimensions without suspension bracket
	5.2 Steel strap
	5.3 Seals
	5.4 Joint
	5.5 Sound information
	5.6 Vibration information

	6 INSTALLATION
	6.1 Compressed air connection
	Compressed air
	Air consumption

	6.2 Suspension of tool
	It is possible to suspend the tool in its three main working positions on a spring loaded balancer by providing the tool with the necessary suspension bracket. The standard suspension bracket A48.1301 is always automatically supplied with the tool.
	Standard position
	Vertical position
	Horizontal position


	7 MAINTENANCE
	7.1 Air - unit
	Oil for the air-unit

	7.2 Cleaning
	7.3 Lubrication

	8 SPARE PARTS LIST 13.4112.01
	9 OPERATION
	9.1 Feeding the strap
	9.2 Introducing the tool
	9.3 Tensioning the strap
	9.4 Sealing the strap
	9.5 Releasing the tool
	9.6 Tension regulation

	10 JOINT CONTROL


